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tesa®products prove their impressive quality day in, day out in demanding
conditions and are regularly subjected to strict controls. All information and
recommendations are provided to the best of our knowledge on the basis of our
practical experience. Nevertheless tesa SE can make no warranties, express or
implied, including, but not limited to any implied warranty of merchantability or
�tness for a particular purpose. Therefore, the user is responsible for determining
whether the tesa® product is �t for a particular purpose and suitable for the user’s
method of application. If  you are in any doubt, our technical support sta� will be
glad to advise you.

Dimensiones

Largo Estándar (mts)

tesa® 53380 PV7 y PV8
Cinta de Empaque

INFORMACIÓN DE PRODUCTO

 

DESCRIPCIÓN 

tesa®53380 Es una cinta adhesiva con soporte de polipropileno y adhesivo acrílico. 

Aplicación Principal

• Es ampliamente utilizado para cerrar cajas de cartón, de ligero a mediano peso en condiciones ambientales normales.

Datos Técnicos

Respaldo Polipropileno Bi.orientado (BOPP)
Resistencia a la ruptura 2600 gr/cm
Elongación de ruptura 90-100%
Grosor 40 Mc 

Color Transparente / Habana
Resistencia a la temperatura 2 NA
Adhesión al metal 1 430 gr/cm

30 , 90 , 1000
Anchos (mm) 48
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Adhesivo Acrílico


